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31M 99045206A

Timeless under-cabinet style has been the standard 
of excellence. Classico Poco provides high 
ventilation and durable construction to meet the 
needs of professional-style cooking appliances.
A complete installation requires optional 
components.

FEATURES

• 430 Stainless Steel construction

• Hood width: 30”, 36”, 42” or 48”

• Halogen lighting (2 x 50 watt GU10 for 30” and 36” hood, 4 x 
50 watt GU10 for 42” and 48” hood) Lamps included

• Infinite speed rotary blower control with on-off rocker switch

• Dishwasher safe, mesh-lined, Hi-FlowTM baffle filters

• Heat Sentry turns blower ON to HIGH speed when excess 
heat is detected

• For indoor use only
 
OPTION

• Backsplash (RMP Series): Widths - 30”, 36”, 42” or 48” 
Stainless Steel construction - protects back wall and wipes 
clean easily

• Designed for use with interior blower models iQ6, P6, P3, 
P5, P6 or P8, exterior blower models EB6, EB9, EB12, or 
EB15, and in-line blower models ILB3, ILB6, ILB9 or ILB11 
(Purchase blowers separately)

SPECIFICATIONS
120 VAC, 60 Hz
Amps for 30” and 36” hood (without blower): 0.8 A
Amps for 42” and 48” hood (without blower): 1.3 A

CLASSICO POCO
UP26M SERIES
RANGE HOOD

Backsplash
RMP Series



Backsplash (RMP Series)
(Stainless steel wall covering

with warming shelves. Optional)

Model 432
8” Round adjustable

elbow (optional)
Model 415

7” Round adjustable
elbow (optional)

Model 412 
transition

(3¼” x 10” to 7”)

Adapter and damper 3¼’’ x 10’’
(supplied with P5 and P8 blowers)

Adapter and damper
3¼’’ x 14’’ (supplied with P8 blower)

Standard
3¼” x 10”

duct Standard 
3¼” x 14” duct

Model P5 
single-blower

(500 cfm)

UP26M HOOD

 - UP26M SERIES RANGE HOOD SYSTEM -
- P5 & P8 INTERIOR BLOWERS -

Flow deviator 
(vertical exhaust only) 

(supplied with P5 and P8 blowers)

Model 647
(7” Round wall cap)

Model 634 or 644
(roof cap)

Model 643
(8” Round wall cap)

8” Round
standard

duct
Model 407

(7” Round—
2 ft sections)

Model 413 
transition
(3¼” x 10” to 8”)

Model 459 transition
(3¼” x 14” to 8”)

Model P8 dual-blower (900 cfm)
For use with 36” hoods or wider
ONLY. Not available for 30” hood.

NOTE: The dual blower P8 must be 
installed with 3¼” x 14’’ duct. If it is 
impossible to connect the dual 
blower P8 to a 3¼” x 14’’ duct, use a 
3¼” x 10’’ duct. In that case, the 
blower performance will be 
decreased by 25%.

Rough-in kit 
(supplied with P5 and P8 blowers)



- UP26M SERIES RANGE HOOD SYSTEM -
- P3, P6 & iQ6 Interior Blowers -

Model 432
(8” round adjustable elbow)

UP26M SERIES
HOOD

(Canopy with
blower controls

& lighting.

Model 634 or 644
(roof cap)

Model 643
(8” Round wall cap)

Model 408
(8” round duct—2 ft. sections)

MODEL P3, P6, iQ6
BLOWER/ROUGH-IN KIT

(300 or 600 cfm interior blower &
rough-in plate)

(Purchase separately)

8-in. ROUND
ADAPTER / DAMPER
(Included with blower)



RMP Series Backsplash
(Stainless Steel wall

covering with warming
shelves. Optional)

UP26M
SERIES
HOOD

- UP26M SERIES RANGE HOOD SYSTEM -
IN-LINE AND EXTERIOR BLOWERS

In-line and exterior blower rough-in kit
(included with EB6, EB9, EB12, EB15,
ILB3, ILB6, ILB9 and ILB11 blowers).

Model 418
10” Round 

adjustable elbow
(optional)Model ILB3 (280 cfm)

in-line blower 
(includes one 8” to 10”

round transition)

Model EB6 (600 cfm)
or EB9 (900 cfm)

exterior blower

Model EB12 (1200 cfm)
or EB15 (1500 cfm)

exterior blower

Model 441
(10” Round
wall cap)

Model 437
(High capacity roof cap)

Model 441
(10” Round wall cap)

Model 421
(10” Round vert.
in-line damper)
Recommended
for use with
exterior blowers

Model 410
(10” Round duct
—2 ft. sections)

Model ILB6 (600 cfm)
in-line blower 

(includes two 4½” x 18½”
to 10’’ round transitions)

Model ILB9 (800 cfm)
or ILB11 (1100 cfm)

in-line blower 
(includes two 8” x 12” to

10’’ round transitions)



8-3/4”
8-7/8” (iQ12)
9-5/8” (P12)

5-1/2”
5-3/4” (iQ12)
9-1/2” (P12)

9-5/8” DIA.

- UP26M SERIES RANGE HOOD SYSTEM -
BLOWER DUCTING POSITION

BLOWER DUCTING POSITION
(Choice of transition will determine the final duct placement.)

MODEL EB6, EB9, EB12, EB15, ILB3, ILB6, ILB9, ILB11, P12 & iQ12:

Vertical outlet
top view

MODEL P3, P6 & iQ6:

Vertical outlet
top view Note: The electrical box 

dimensions are 2.5” x 3”.

8-3/4”

4-1/2”
8-7/8”

8” DIA.

MODEL P5 & P8:

Note: The electrical box 
dimensions are 2.5” x 3”.




